
KEY FEATURES

 Reduced profile bezel to minimise visual impact

 RAL 9016 white

 Philips LED and driver system for optimum performance

 Satin etched reflector

 DALI, dimming and emergency options

 IP54 and IP65 options

 Cut-out tolerance +/- 4 mm for easier retro-fitting

 Lumen maintenance L70/B10 @ 60,000h

 5 year warranty
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(93.5000.30 / 40 only)

ø222 mm cut-out

ø232 mm bezel
ø237 mm IP65 bezel

Options Suffix

Control gear /T+DALI,  /BTC

IP54 sealed clear lens /54

IP65 bezel option /65

Emergency - Remote indicator /EM, /EMD

Emergency - Integral indicator /EMI, /EMDI

DIMENSIONS

OPTIONSORDERING INFORMATION

Luminaire
output 
(llm)

Colour Luminaire
power 
(tcW)

Luminaire
efficacy 

(llm/tcW)

Model ref.

1050 830 9.5 111 DEX-9-3-W

DEX-9-4-W

DEX-17-3-W

DEX-16-4-W

DEX-30-3-W

DEX-30-4-W

DEX-46-3-W

DEX-46-4-W

1150 840 9.5 121

1825 830 17.5 104

1975 840 17.5 113

2775 830 30.0 93

3025 840 30.0 101

4325 830 46.5 93

4700 840 46.5 101
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/EM
Emergency

Remote indicator

/EMI
Emergency

Integral indicator

/EMD
DALI / Self test EM
Remote indicator

/EMDI
DALI / Self test EM
Integral indicator

/BTC
Casambi wireless net-

work inc. dimming

/T+DALI
Touch dimming or DALI

control gear

Touch
Dimming

OR

/54
IP54 sealed lens

/65
IP65 option

Add bezel choice

IP65/002/240
IP65 RAL 9010 bezel

Clear glass

GF008 / GF010
Anti-tamper driver

Anti-tamper bit

IP65/008/240
IP65 RAL 9010 bezel
Opal polycarbonate

IP65/009/240
IP65 RAL 9010 bezel
Clear polycarbonate
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