
IGO - NANO
PROJECTOR LIGHT

DIMENSIONS

Order Information 

Code Lumen output Input Voltage LED Power System Power CRI CCT BEAM 

 Creates a striking wall effect with a focused beam.
 IP67-rated design with integrated thermal management for extended product

lifespan.
 High-precision machining ensures a perfect mechanical fit for long-term

durability.
 Stainless steel (316) front face provides corrosion-free performance in salty,

damp outdoor environments.
 Optional stake mounting enables easy installation and tool-free repositioning
 Black metal finish with triple-layer coating for superior corrosion resistance.
 Chemical conversion coating on the aluminium surface:
 First layer of anodising
 Second layer of epoxy powder
 Final layer of polyester powder
 Passed 1,000-hour salt spray corrosion test in artificial atmosphere.

LED
Light Source: OSRAM LED module Colour 
Temperatures: 2700K, 3000K, 4000K 
Colour Rendering Index: CRI ≥ 80, CRI ≥ 90 
Colour Consistency: < 3-Step MacAdam

ESTIMATED LED LIFETIME
L80 / 50,000 hours

OPTICAL
Beam Angles: 15°, 25°, 40°

PHYSICAL
Body: Anodised aluminium

Lens: Tempered Glass

Ingress Protection: IP67

IP 671 Power I Input I 
I 5m I 2W 12-24VDC 

Material 
Aluminium 

120Im 12-24 V 1.6W 2W 83 3000K 15° 

140Im 12-24 V 1.6W 2W 83 4000K 15° 

120Im 12-24 V 1.6W 2W 83 3000K 25° 

140Im 12-24 V 1.6W 2W 83 4000K 25° 

120Im 12-24 V 1.6W 2W 83 3000K 40° 

140Im 12-24 V 1.6W 2W 83 4000K 40° 

IGO-NANO-3-15
IGO-NANO-4-15

IGO-NANO-3-25
IGO-NANO-4-25

IGO-NANO-3-40
IGO-NANO-4-40



IGO - MINI
PROJECTOR LIGHT

DIMENSIONS

 Creates a striking wall effect with a focused beam.
 IP67-rated design with integrated thermal management for extended product

lifespan.
 High-precision machining ensures a perfect mechanical fit for long-term

durability.
 Stainless steel (316) front face provides corrosion-free performance in salty,

damp outdoor environments.
 Optional stake mounting enables easy installation and tool-free repositioning
 Black metal finish with triple-layer coating for superior corrosion resistance.
 Chemical conversion coating on the aluminium surface:
 First layer of anodising
 Second layer of epoxy powder
 Final layer of polyester powder
 Passed 1,000-hour salt spray corrosion test in artificial atmosphere.

LED
Light Source: OSRAM LED module Colour 
Temperatures: 2700K, 3000K, 4000K 
Colour Rendering Index: CRI ≥ 80, CRI ≥ 90 
Colour Consistency: < 3-Step MacAdam

ESTIMATED LED LIFETIME
L80 / 50,000 hours

OPTICAL
Beam Angles: 15°, 40°, 60°

PHYSICAL
Body: Anodised aluminium

Lens: Tempered Glass

Ingress Protection: IP67

316 ADDITIONAL FEATURE
Body: Stainless steel 316

IP 671 Power I Input I 
I 5m I 2W 12-24VDC 

Material 
Aluminium 

Order Information 

Code Lumen out�ut 

380Im 
420Im 

380Im 
420Im 

380Im 
420Im 

Input Voltage LED Power Sl!stem Power CRI CCT 

12-24 V 4.3W 4.8W 83 3000K 
12-24 V 4.3W 4.8W 83 4000K 

12-24 V 4.3W 4.8W 83 3000K 
12-24 V 4.3W 4.8W 83 4000K 

12-24 V 4.3W 4.8W 83 3000K 
12-24 V 4.3W 4.8W 83 4000K 

BEAM 

15' 
15' 

40' 
40' 

60' 
60' 

IGO-MINI-3-15
IGO-MINI-4-15

IGO-MINI-3-40
IGO-MINI-4-40

IGO-MINI-3-60
IGO-MINI-4-60

420 Im 
380 Im 
420 Im 

380Im 
420Im 

12-24 V 
12-24 V 
12-24 V 

12-24 V 
12-24 V 

4.3W 4.8W 
4.3W 4.8W 
4.3W 4.8W 

4.3W 4.8W 
4.3W 4.8W 

83 
83 
83 

83 
83 

4000K 
3000K 
4000K 

3000K 
4000K 

15 ° 

40 ° 

40 ° 

60 ° 

60 ° 

IGO-MINI-3-15-316
IGO-MINI-4-15-316

IGO-MINI-3-40-316
IGO-MINI-4-40-316

IGO-MINI-3-60-316
IGO-MINI-4-60-316

380 Im 12-24 V 4.3W 4.8W 83 3000K 15° 



IGO - MAXI
PROJECTOR LIGHT

DIMENSIONS

Order Information 

 Creates a striking wall effect with a focused beam.
 IP67-rated design with integrated thermal management for extended product

lifespan.
 High-precision machining ensures a perfect mechanical fit for long-term

durability.
 Stainless steel (316) front face provides corrosion-free performance in salty,

damp outdoor environments.
 Optional stake mounting enables easy installation and tool-free repositioning
 Black metal finish with triple-layer coating for superior corrosion resistance.
 Chemical conversion coating on the aluminium surface:
 First layer of anodising
 Second layer of epoxy powder
 Final layer of polyester powder
 Passed 1,000-hour salt spray corrosion test in artificial atmosphere.

LED
Light Source: OSRAM LED module Colour 
Temperatures: 2700K, 3000K, 4000K 
Colour Rendering Index: CRI ≥ 80, CRI ≥ 90 
Colour Consistency: < 3-Step MacAdam

ESTIMATED LED LIFETIME
L80 / 50,000 hours

OPTICAL
Beam Angles: 20°, 30°, 60°

PHYSICAL
Body: Anodised aluminium

Lens: Tempered Glass

Ingress Protection: IP67

316 ADDITIONAL FEATURE
Body: Stainless steel 316

IP 671 Power I Input I 
I 5m I 2W 12-24VDC 

Material 
Aluminium 

Code Lumen out�ut ln�ul Voltage LED Power System Power CRI CCT BEAM 

1000Im 24 V 11W 11.5W 83 3000K 20 ° 

1100Im 24 V 11W 11.5W 83 4000K 20 ° 

1000Im 24 V 11W 11.5W 83 3000K 30 ° 

1100Im 24 V 11W 11.5W 83 4000K 30 ° 

1000Im 24 V 11W 11.5W 83 3000K 60 ° 

1100Im 24 V 11W 11.5W 83 4000K 60 ° 

IGO-MAXI-3-20
IGO-MAXI-4-20

IGO-MAXI-3-30
IGO-MAXI-4-30

IGO-MAXI-3-60
IGO-MAXI-4-60

1000 Im 24 V 
1100Im 24 V 

1000 Im 24 V 
1100Im 24 V 

1000 Im 24 V 
1100Im 24 V 

11W 
11W 

11W 
11W 

11W 
11W 

11.5W 83 3000K 
11.5W 83 4000K 

11.5W 83 3000K 
11.5W 83 4000K 

11.5W 83 3000K 
11.5W 83 4000K 

20° 

20° 

30° 

30° 

60° 

60° 

IGO-MAXI-3-20-316
IGO-MAXI-4-20-316

IGO-MAXI-3-30-316
IGO-MAXI-4-30-316

IGO-MAXI-3-60-316
IGO-MAXI-4-60-316




