
SPECIFICATION

Colour Temperature CCT 3000K | 4000K

Optic Faceted reflector

Beam Angle 20°~60° zoomable

Output 1 | 2 | 3 

Finish White RAL9016 | Black RAL9017

Efficacy Up to 144 lm/W

CRI 80 | 90

MacAdam Ellipse 3

Controls Fixed output | DALI

Installation Track 3-phase

Rotation 355°

Tilt 90°

Dimensions W Ø92 x L 190 x H 160 mm

Material Aluminium

Ingress Protection IP20

Impact Rating IK02

Operating Voltage 220-240V 50/60Hz

Lifetime 60000/L80B10

Operating Temperature 0°C ~35°C

Conformity UKCA, CE, RoHS, IEC:II

Weight 1.1kg 

Warranty 5 Years
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DIMENSIONS/PHOTOMETRY
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ORDER CODE KOA-3-Z-1-80-W

PREFIX CCT BEAM ANGLE OUTPUT CRI FINISH

KOA 3 Z 1 80 W

3000K 20°~60° zoomable Low CRI80 White RAL9016

4 2 90 B

4000K Standard CRI90 Black RAL9017

3

Medium

KOA
TRACK SPOTLIGHT

OPTIONS

D DALI dimming functionality



STANDARD SIZES – 3000K– 4000K – CRI80

DIAMETER (mm) CCT OUTPUT POWER BEAM ANGLE CRI FINISH LUMENS (lm)

Ø 92mm 3000K 1 13.5W 20-60° CRI80 White 1841lm

Ø 92mm 3000K 2 18.7W 20-60° CRI80 White 2501lm

Ø 92mm 3000K 3 26.5W 20-60° CRI80 White 3367lm

Ø 92mm 3000K 1 34W 20-60° CRI80 White 4223lm

Ø 92mm 4000K 2 13.5W 20-60° CRI80 White 1946lm

Ø 92mm 4000K 3 18.7W 20-60° CRI80 White 2644lm

Ø 92mm 4000K 1 26.5W 20-60° CRI80 White 3559lm

Ø 92mm 4000K 2 34W 20-60° CRI80 White 4464lm

Ø 92mm 3000K 1 13.5W 20-60° CRI80 Black 1841lm

Ø 92mm 3000K 2 18.7W 20-60° CRI80 Black 2501lm

Ø 92mm 3000K 3 26.5W 20-60° CRI80 Black 3367lm

Ø 92mm 3000K 1 34W 20-60° CRI80 Black 4223lm

Ø 92mm 4000K 2 13.5W 20-60° CRI80 Black 1946lm

Ø 92mm 4000K 3 18.7W 20-60° CRI80 Black 2644lm

Ø 92mm 4000K 1 26.5W 20-60° CRI80 Black 3559lm

Ø 92mm 4000K 2 34W 20-60° CRI80 Black 4464lm
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KOA
TRACK SPOTLIGHT

STANDARD SIZES – 3000K– 4000K – CRI90

DIAMETER (mm) CCT OUTPUT POWER BEAM ANGLE CRI FINISH LUMENS (lm)

Ø 92mm 3000K 1 13.3W 20-60° CRI90 White 1560lm

Ø 92mm 3000K 2 18.2W 20-60° CRI90 White 2138lm

Ø 92mm 3000K 3 25.8W 20-60° CRI90 White 2905lm

Ø 92mm 3000K 1 34W 20-60° CRI90 White 3604lm

Ø 92mm 4000K 2 13.3W 20-60° CRI90 White 1644lm

Ø 92mm 4000K 3 18.2W 20-60° CRI90 White 2254lm

Ø 92mm 4000K 1 25.8W 20-60° CRI90 White 3062lm

Ø 92mm 4000K 2 34W 20-60° CRI90 White 3799lm

Ø 92mm 3000K 1 13.3W 20-60° CRI90 Black 1560lm

Ø 92mm 3000K 2 18.2W 20-60° CRI90 Black 2138lm

Ø 92mm 3000K 3 25.8W 20-60° CRI90 Black 2905lm

Ø 92mm 3000K 1 34W 20-60° CRI90 Black 3604lm

Ø 92mm 4000K 2 13.3W 20-60° CRI90 Black 1644lm

Ø 92mm 4000K 3 18.2W 20-60° CRI90 Black 2254lm

Ø 92mm 4000K 1 25.8W 20-60° CRI90 Black 3062lm

Ø 92mm 4000K 2 34W 20-60° CRI90 Black 3799lm
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