
TAZ Series
EXTERIOR

TAZ
IP68 design
Integral thermal management 
High precision mechanism 
Exterior in-ground installation



Top cover
Stainless Steel

316

Input
12-24VDC800 Kg

IP68
[ 5m ]

TAZ - NANO
EXTERIOR

OPTIC TYPE

Order Information 

 A perfect marker light for in-ground or outdoor applications.
 IP68-rated design with integrated thermal management ensures long-lasting 

performance.
 High-precision machining guarantees a secure mechanical fit and extended 

lifespan.
 Tempered glass lens supports up to 800 kg of "drive-over" load capacity.
 Highly reliable and maintenance-free.
 Very low surface temperature – the lens can be safely touched without risk of 

injury.
 Also suitable for indoor applications such as bathrooms, kitchens, and bars, 

where safe contact with the lens may occur.

LED
Light Source: OSRAM LED module 
Colour Temperatures: 2700K, 3000K, 4000K 
Colour Rendering Index: CRI ≥ 80, CRI ≥ 90 
Colour Consistency: < 3-Step MacAdam
ESTIMATED LED LIFETIME
L80 / 50,000 hours

OPTICAL
Illumination: Direct
Optic: Clear as standard, frosted optional Beam 
Angles: 15°, 25°, 40°

PHYSICAL
Top Cover: Stainless steel 316 
Body: Anodised aluminium
Ingress Protection: IP68
Impact Rating: IK10
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Clear glass Frosted glass

DISTRIBUTION TYPE
Code Lumen output Input Voltage LED Power System Power CRI CCT 

120Im 12-24 V 1.6W 2W 83 3000K 
140Im 12-24 V 1.6W 2W 83 4000K 

120Im 12-24 V 1.6W 2W 83 3000K 
140Im 12-24 V 1.6W 2W 83 4000K 

120Im 12-24 V 1.6W 2W 83 3000K 
140Im 12-24 V 1.6W 2W 83 4000K 

BEAM 

15' 
15' 

25° 

25° 

40° 

40° 

TAZ-NANO-3-15
TAZ-NANO-4-15

TAZ-NANO-3-25

TAZ-NANO-4-25

TAZ-NANO-3-40
TAZ-NANO-4-40

TAZ-NANO-3-V1
TAZ-NANO-4-V1

15 Im 
17 Im 

12-24V 1.6W 
12-24 V 1.6W 

2W 
2W 

83 
83 4000K 

TAZ-NANO-3-V2
TAZ-NANO-4-V2

V1 V2

3000K 

15 Im 
17 Im 

12-24V 1.6W 
12-24 V 1.6W 

2W 
2W 

83 
83 4000K 

3000K 



Top cover
Stainless Steel

316

Input
12-24VDC800 Kg

IP68
[ 5m ]

TAZ  - MINI
EXTERIOR

Order Information 

 A perfect marker light for in-ground or outdoor applications.
 IP68-rated design with integrated thermal management ensures long-lasting 

performance.
 High-precision machining guarantees a secure mechanical fit and extended 

lifespan.
 Tempered glass lens supports up to 800 kg of "drive-over" load capacity.
 Highly reliable and maintenance-free.
 Very low surface temperature – the lens can be safely touched without risk of 

injury.
 Also suitable for indoor applications such as bathrooms, kitchens, and bars, 

where safe contact with the lens may occur.

LED
Light Source: OSRAM LED module
Colour Temperatures: 2700K, 3000K, 4000K 
Colour Rendering Index: CRI ≥ 80, CRI ≥ 90 
Colour Consistency: < 3-Step MacA dam

ESTIMATED LED LIFETIME
L80 / 50,000 hour s

OPTICAL
Illumination: Direct
Beam Angles: 15°, 40°, 60°

PHYSICAL
Top Cover: Stainless steel 316 
Body: Anodised aluminium
Ingress Protection: IP68
Impact Rating: IK10

316 ADITIONAL FEATURES
Top Cover: Stainless steel 316 

Body: Full body stainless steel 316

OPTIC TYPE

Clear glass Frosted glass
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Cover: stainless steel 316 
Body: stainless steel 316  
Glass: tempered glass

DISTRIBUTION TYPE

Code Lumen output Input Voltage LED Power System Power CRI CCT BEAM 

380Im 12-24 V 4.3W 4.8W 83 3000K 15° 

420Im 12-24 V 4.3W 4.8W 83 4000K 15° 

380Im 12-24 V 4.3W 4.8W 83 3000K 40 ° 

420Im 12-24 V 4.3W 4.8W 83 4000K 40 ° 

380Im 12-24 V 4.3W 4.8W 83 3000K 60 ° 

420Im 12-24 V 4.3W 4.8W 83 4000K 60 ° 

TAZ-MINI-3-15-C
TAZ-MINI-4-15-C

TAZ-MINI-3-40-C
TAZ-MINI-4-40-C

TAZ-MINI-3-60-C
TAZ-MINI-4-60-C

380Im 
420Im 

380Im 
420Im 
380Im 
420Im 

12-24 V 
12-24 V 

12-24 V 
12-24 V 
12-24 V 
12-24 V 

4.3W 4.8W 83 3000K 
4.3W 4.8W 83 4000K 

4.3W 4.8W 83 3000K 
4.3W 4.8W 83 4000K 
4.3W 4.8W 83 3000K 
4.3W 4.8W 83 4000K 

15' 
15' 

40 ° 

40' 
60" 
60" 

TAZ-MINI-3-15-C-316
TAZ-MINI-4-15-C-316

TAZ-MINI-3-40-C-316
TAZ-MINI-4-40-C-316

TAZ-MINI-3-60-C-316
TAZ-MINI-4-60-C-316



Top cover
Stainless Steel

316

Input
12-24VDC800 Kg

IP68
[ 5m ]

TAZ  - MAXI
EXTERIOR

 A perfect marker light for in-ground or outdoor applications.
 IP68-rated design with integrated thermal management ensures long-lasting 

performance.
 High-precision machining guarantees a secure mechanical fit and extended 

lifespan.
 Tempered glass lens supports up to 800 kg of "drive-over" load capacity.
 Highly reliable and maintenance-free.
 Very low surface temperature – the lens can be safely touched without risk of 

injury.
 Also suitable for indoor applications such as bathrooms, kitchens, and bars, 

where safe contact with the lens may occur.

Order Information 

LED
Light Source: OSRAM LED module 
Colour Temperatures: 2700K, 3000K, 4000K 
Colour Rendering Index: CRI ≥ 80, CRI ≥ 90 
Colour Consistency: < 3-Step MacA dam
ESTIMATED LED LIFETIME
L80 / 50,000 hour s

OPTICAL
Illumination: Direct
Beam Angles: 20°, 30°, 60°

PHYSICAL
Top Cover: Stainless steel 316 
Body: Anodised aluminium
Ingress Protection: IP68
Impact Rating: IK10

316 ADITIONAL FEATURES
Top Cover: Stainless steel 316 

Body: Full body stainless steel 316

OPTIC TYPE

Clear glass Frosted glass
Cover: stainless steel 316 
Body: stainless steel 316  
Glass: tempered glass
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DISTRIBUTION TYPE

Code Lumen out11ut Input Voltage LED Power Sl[stem Power CRI CCT 

1000Im 24 V 11W 11.5W 83 3000K 
1100Im 24 V 11W 11.5W 83 4000K 

1000Im 24 V 11W 11.5W 83 3000K 
1100Im 24 V 11W 11.5W 83 4000K 

1000Im 24 V 11W 11.5W 83 3000K 
1100Im 24 V 11W 11.5W 83 4000K 

BEAM 

20° 

20° 

30° 

30° 

60° 

60° 

TAZ-MAXI-3-20-C
TAZ-MAXI-4-20-C

TAZ-MAXI-3-30-C
TAZ-MAXI-4-30-C

TAZ-MAXI-3-60-C
TAZ-MAXI-4-60-C

1000 Im 
1100 Im 

24 V 

24 V 

24 V 

24 V 

24 V 

24 V 

11W 
11W 

11W 
11W 

11W 
11W 

11.5W 83 3000K 
11.5W 83 4000K 

11.5W 83 3000K 
11.5W 83 4000K 

11.5W 83 3000K 
11.5W 83 4000K 

20' 
20' 

30 ° 

30 ° 

60' 
60 ° 

1000 Im 
1100 Im 

1000 Im 
1100 Im 

TAZ-MAXI-3-20-C-316 
TAZ-MAXI-4-20-C-316

TAZ-MAXI-3-30-C-316 
TAZ-MAXI-4-30-C-316

TAZ-MAXI-3-60-C-316 
TAZ-MAXI-4-60-C-316


